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Sediments  stored  in  urban  drainage  basins  are important  environmental  archives  for  assessing  contami-
nation.  Few  studies  have  examined  the  geochemical  fractionation  of  metals  in  individual  grain  size classes
of solid  environmental  media.  This  is  the  first  study  of  road  sediments  to quantify  the  mass  loading  of
Al,  Cu,  Pb,  and Zn  in  individual  grain  size  classes  (<63  �m  to  1000–2000  �m)  and  partition  contributions
amongst  four  sequentially  extracted  fractions  (acid  extractable,  reducible,  oxidizable,  and  residual).  The
optimized  BCR  sequential  extraction  procedure  was  applied  to road  sediments  from  Palolo  Valley,  Oahu,
etal loading
awaii
rain-size
equential extraction

Hawaii.  Road  sediments  from  this  non-industrialized  drainage  basin  exhibited  significant  enrichment  in
Cu,  Pb, and  Zn.  Metal  mass  loading  results  indicate  that  the  <63  �m grain  size  class  dominated  almost
all  fraction  loads  for  a given  element.  The  residual  fraction  dominated  the  Al  loading  for  this  geogenic
element.  The  reducible  fraction,  associated  with  Fe  and  Mn  oxides,  was  the  most  important  component
for  Cu,  Pb,  and  Zn  loading.  These  results  have  direct  implications  for  environmental  planners  charged
with  reducing  sediment-associated  contaminant  transport  in  urbanized  drainage  basins.
. Introduction

Road-deposited sediment (RDS), inappropriately named “road
ust”, is recognized as an important source of contamination in
rban environments [1,2]. Road sediments are a complex environ-
ental media. Their composition reflects inputs from a variety of

ources, including water transported material from surrounding
oils and slopes, dry and wet atmospheric deposition, biological
nputs, road surface wear, road paint degradation, vehicle wear
tires, body, brake linings, etc.), vehicle fluid and particulate emis-
ions, and inputs from the wear of sidewalks and buildings [3].
oad sediment is a valuable environmental archive as this mate-
ial is located on paved areas that are directly connected to a city’s
torm drainage system, and they have been identified as the pri-
ary source of urban nonpoint pollutants entering the receiving
aters of the U.S. [4].

Many studies of solid environmental media, including RDS, have
ocussed on total digestions to characterize trace metal concentra-
ions [5–12]. Today sequential extraction information is considered

o be invaluable in assessing contamination levels and superior to

 single total digestion. Gibson and Farmer [13] noted some mea-
ure of the availability and mobility of trace metals is required

∗ Corresponding author. Tel.: +1 808 956 6070; fax: +1 808 956 3512.
E-mail address: Sutherla@Hawaii.edu (R.A. Sutherland).
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© 2012 Elsevier B.V. All rights reserved.

if informed judgments are to be made about the construction of
environmental guidelines for potential toxic hazards and about
the chemical behavior and fate of trace element contaminants in
soil. Despite experimental uncertainty with all presently available
methods for solid phase metal fractionation [14], they are a useful
tool for predicting long-term adverse effects from contaminated
solid material [15].

Several studies have used different sequential extraction proce-
dures to examine metal concentrations in RDS [16–21].  Sutherland
et al. [3] were the first to apply the standardized (optimized) BCR
(Bureau Communitaire de Référence, or the European Community
Bureau of Reference) procedure to road sediments. This standard-
ized procedure has subsequently been applied to RDS in a variety of
geographic locations, e.g., in Manchester, UK [22], Kayseri, Turkey
[23], Barcelona, Spain [24], Thessaloniki, Greece [25]; Tokyo, Japan
[26], and Beijing, China [27]. A standardized sequential extraction
procedure, if followed closely, allows researchers to directly com-
pare data between sites. Additionally, the development of certified
reference materials (CRMs) has allowed researchers to calibrate
their data with certified or indicative element concentrations.

Typically sequential extraction procedures have been applied
to assess element concentrations in bulk RDS samples, i.e., <2 mm

[1,3,24,26,28,29]. However, following the lead of Sutherland [30]
there has been a recent increase in studies quantifying various
inorganic elements in road sediments that have been grain-size
fractionated [31–41].  Interest in grain size characteristics is related

dx.doi.org/10.1016/j.jhazmat.2012.04.066
http://www.sciencedirect.com/science/journal/03043894
http://www.elsevier.com/locate/jhazmat
mailto:Sutherla@Hawaii.edu
dx.doi.org/10.1016/j.jhazmat.2012.04.066
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Table  1
Physico-chemical properties of individual road-deposited sediment samples from Palolo Valley, Oahu, Hawaii (<2 mm).

Site code Sand (g/kg) Silt (g/kg) Clay (g/kg) pH OC (g/kg) CaCO3 (g/kg) CEC (cmolc/kg) Alb (mg/kg) Cub (mg/kg) Pbb (mg/kg) Znb (mg/kg)

P11a 646 290 64 7.4 95.8 56.2 24.8 20,800 378 2346 806
P2a 633 308 59 7.5 93.6 98.0 25.8 24,200 644 1692 867
P14a 588 339 73 7.7 74.9 75.0 31.3 29,100 1147 1376 3154
P7a 732 216 52 7.9 63.0 122 21.5 23,800 116 950 299
P1a 722 247 31 6.8 128 78.0 31.0 12,100 662 523 537
P6a 690 265 45 6.9 103 103 24.0 20,900 595 495 916
P20  631 297 72 7.8 85.1 49.4 26.1 26,500 924 419 472
P19 606 340 54 9.5 95.5 188 38.6 21,500 316 397 636
P16a 706 252 42 7.5 99.7 157 27.7 19,800 233 361 506
P13 439  468 93 7.7 80.7 120 44.3 24,750 299 275 665
P5  522 312 166 7.6 58.4 59.0 43.2 32,100 274 275 465
P15  413 434 153 7.9 74.4 85.0 27.3 25,500 298 252 466
P4  667 287 46 7.5 93.4 73.0 23.0 20,300 412 239 685
P9 771 212 17 7.7 313 70.0 77.2 12,400 509 230 436
P12  584 380 36 7.8 98.7 143 24.0 20,700 243 207 430
P8 688  274 38 7.4 99.9 86.0 28.7 23,500 155 183 362
P3  709 231 60 7.9 66.6 73.5 7.1 27,700 385 164 681
P17 625 313 62 7.9 97.7 89.0 28.5 23,300 156 152 377
P10  705 242 53 6.8 132 83.0 38.6 20,400 283 149 416
P18 676  271 53 7.4 110 57.0 27.1 24,100 158 59 250
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ote: Sample ordering is based on Pb concentration ranking, i.e., from high to low.
a Road-deposited sediment samples selected for sequential extraction of individu
b Al, Cu, Pb and Zn were determined using an aqua regia digestion, and the mean

o fluid transport theory, as it is well known that sediment grain
ize is an important factor controlling entrainment and transport
hresholds [42]. Additionally, from the contaminant literature it is
pparent that there is a grain size control on metal sorption and
iotic ingestion, and thus bioavailability. Sutherland [30] further
xplored Pb loading in grain size fractions of road sediments. Load-
ng combines element concentrations, on a grain size basis, with
ata on the mass percent of individual grain size classes. How-
ver, to our knowledge there has been no systematic examination
f element loads in grain size fractions of RDS that have undergone
equential extraction, specifically by the optimized BCR approach.
ur justification for examining element loads is that concentration
lone does not tell the entire contaminant story. For example, the
educible phase of a particular grain size fraction may  have a high
lement concentration, but when combined with a low sediment
ass, the overall element mass loading may  be negligible. These

ata have implications for establishing best management practices
or reducing particle-associated contamination of receiving water
odies via urban roadway runoff.

The primary objective of this investigation was to character-
ze the fractionation patterns of known inorganic contaminants
Cu, Pb, and Zn) with grain size in a non-industrialized catchment.
oad sediment was selected as the environmental media for study
ased on its availability, ease of sampling, and its ability to discern

egacy and contemporaneous contributions of inorganic contami-
ants to the urban environment and receiving water bodies. The
ub-objectives of this study were to:

quantify element concentrations in acid extractable, reducible,
oxidizable, and residual fractions in bulk RDSs;
examine concentration variations in operationally defined frac-
tions as a function of grain size; and
assess grain size control on fraction element loadings.

. Materials and methods

.1. Study site
Oahu is the third largest island in the state of Hawaii, US, and
alolo Valley drainage basin occupies approximately 11.4 km2 in
outheastern Oahu. This is a non-industrialized basin with land
in size fractions.
ntration of two replicates is presented.

use consisting of about 55% undeveloped conservation land, 41%
is urbanized, and 4% is in agriculture [43]. Palolo Valley is carved
into the remnants of the Koolau Shield Volcano, which forms the
eastern mountain range of Oahu. The Koolau Volcano is between
1.8 and 2.7 million years old and is dominantly composed of tholei-
itic basalts [44]. Annual rainfall at an elevation of 303 m in the
valley is approximately 3380 mm,  with high rainfall months being
November (9.5%), December (9.8%), March (9.9%), and April (10.1%).
Several soil orders are observed in the valley, including entisols,
histosols, inceptisols, mollisols, oxisols, ultisols, and vertisols [45].

2.2. Road-deposited sediment sampling and preparation

The collection of road sediment from Palolo Valley was docu-
mented previously by Sutherland [30]. Twenty curbside sites were
sampled to provide a representative coverage of traffic levels antic-
ipated in the basin (selected sample sites are shown in Appendix A,
an electronic Supplementary file). Over a curb length of about 1 m,
samples up to 600 g were collected using an acid-washed Nalgene
scoop.

Aliquots of individual RDSs were oven-dried at 105 ◦C to a con-
stant mass and passed through an acid-washed 2 mm nylon sieve.
Basic physico-chemical properties (texture, pH, organic carbon
content, CaCO3, and cation exchange capacity) for the bulk (<2 mm)
samples were determined following methods described by Suther-
land and Tolosa [2].  Data are shown in Table 1. Separate aliquots
of RDS for grain size fractionation were oven-dried at ≤40 ◦C for
7 days following the procedure of Sutherland et al. [3].  Samples
were passed through a 2 mm nylon sieve. Two  subsamples were
isolated, one was treated as a bulk sample, and the other was fur-
ther separated into six grain size fractions. Grain size partitioning
followed the procedure of Sutherland [30]. Briefly, 50–100 g were
dry sieved for 10 min  using a W.S. Tyler Ro-Tap (Mentor, OH) sieve-
shaker and a nest of new stainless steel sieves. The fractions isolated
and their sedimentological classes were: <63 �m (silt and clay),
63–125 �m (very fine sand), 125–250 �m (fine sand), 250–500 �m
(medium sand), 500–1000 �m (coarse sand), and 1000–2000 �m

(very coarse sand). To prevent cross contamination, sieves were
thoroughly washed with 1 M HCl, soaked in distilled water for 0.5 h,
and oven-dried between successive samples. Bulk samples and
individual grain size fractions were ground in a Pica Blender Mill
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Table 2
Mean fraction-specific quality control (QC) data [precisiona and pseudo-accuracya]
for  the optimized BCR sequential extraction procedure for Al, Cu, Pb, and Zn in BCR-
483 (sewage sludge amended soil).

Metal/QCb Acid
extractable (%)

Reducible
(%)

Oxidizable
(%)

Residual
(%)

Al precision 4.3 2.5 9.0 2.1
Al accuracyc

Cu precision 2.9 5.0 9.4 8.5
Cu accuracy −11.3 −1.3 −7.1 −11.8
Pb precision BDLd 3.5 8.5 9.3
Pb accuracy BDLd −2.2 −7.4 −10.9
Zn precision 4.1 7.6 3.3 1.6
Zn accuracy −1.0 −0.6 −7.0 −8.5

a Precision and (pseudo) accuracy are as defined in the text.
b Pseudo-accuracy was  determined using the indicative values in Rauret et al.

[50].
6 R.A. Sutherland et al. / Journal of Ha

Model 2601, Cianflone Scientific Instruments Corp., Pittsburgh,
A) for 5-min in 30 mL  tungsten carbide vials with tungsten car-
ide balls to enhance homogeneity during digestions. Vials were
horoughly cleaned after sample grinding following the proce-
ures outlined by Obenauf et al. [46]. Specifically, 4 g of 99.99%
ure SiO2 (<300 �m)  (CERAC, Milwaukee, WI)  was  mixed together
ith hot distilled water (10 mL)  and metal-free detergent (≈1 mL),

nd ground for 2 min. Vials were washed repeatedly with distilled
ater, oven dried, and placed in a desiccator to cool to room tem-
erature.

.3. Road-deposited sediment chemical analysis and quality
ontrol

Two replicates (0.5 g) for each of 20 bulk samples (dried at
40 ◦C) were digested with aqua regia (3HCl:1HNO3) and analyzed
sing inductively coupled plasma-atomic emission spectrometry
ICP-AES). Four elements were examined in detail for this study.
luminum was selected because of its high element concentration

n basaltic rocks, and limited input from anthropogenic sources,
nd it is assumed to be primarily geogenic. The remaining three
lements (Cu, Pb and Zn) were selected based on previous stud-
es on Oahu indicating their anthropogenic enrichment in various
nvironmental media [2,6,47,48].

Precision and pseudo-accuracy were determined on 5 repli-
ates of SRM 2710 (Montana soil – highly elevated trace element
oncentrations) from the U.S. National Institute of Standards and
echnology (NIST), and 5 replicates of BCR-483 (sewage sludge
mended soil) from the European Institute for Reference Materi-
ls and Measurements (IRMM). Precision was defined as (standard
eviation/mean) × 100. Pseudo-accuracy was computed as [(mea-
ured concentration − informational concentration)/informational
oncentration] × 100. Aliquots of SRM 2710 and BCR-483 were ana-
yzed “as is”, and results were adjusted for moisture content by
rying 1-g aliquots of the two CRMs at 105 ◦C for 24 h. Informational
alues for SRM 2710 were reported in Gills [49], and indicative val-
es for BCR-423 were tabulated in Rauret et al. [50]. Data for the four
lements analyzed were both precise and accurate. Precision val-
es for SRM 2710 were as follows: Al = 1.6%, Cu = 2.4%, Pb = 1.3%, and
n = 1.3%; pseudo-accuracy values relative to US EPA 3050 median
alues were −4.4% (Al), 3.4% (Cu), 2.8% (Pb), and 7.6% (Zn). Precision
alues for BCR-483 were as follows: Al = 3.7%, Cu = 8.7%, Pb = 5.6%,
nd Zn = 2.7%; pseudo-accuracy values relative to indicative values
ere 3.4% (Cu), 1.3% Pb, and −12.3% (Zn).

Seven of the 20 size fractionated RDS samples were randomly
elected and analyzed by the BCR 3-step plus aqua regia sequen-
ial extraction procedure according to the experimental details
utlined in Rauret et al. [51]. Briefly, four operationally defined frac-
ions were sequentially extracted using a standardized procedure;
hese included acid extractable (0.11 mol/L acetic acid), reducible
0.5 mol/L hydroxylamine hydrochloride), oxidizable (8.8 mol/L
ydrogen peroxide + 1.0 mol/L ammonium acetate), and residual
aqua regia). Aluminum, Cu, Pb, and Zn were analyzed by flame
air/acetylene gas, except for Al where N2O/acetylene was used)
tomic absorption spectrometry (FAAS). For each extract, external
tandards prepared in the corresponding extracting solution were
sed for calibration.

Quality control data for the optimized BCR procedure was
ssessed using five replicates, from the same bottle, of the CRM
CR-483. The 1-g aliquots of BCR-483 were dried at 105 ◦C for 24 h
s suggested by Rauret et al. [52]. From this, a mean correction
to dry mass” was obtained and applied to all analytical values

eported in this work (i.e., element concentration per g dry sedi-
ent). Precision was determined as before, and pseudo-accuracy
as determined using the indicative values reported by Rauret

t al. [50]. A detailed summary of precision and accuracy of the BCR
c No data were available for Al in BCR-483.
d Concentrations of Pb in this fraction were below the detection limits for FAAS,

i.e., 2 mg/kg.

procedure is given in Table 2. Pseudo-accuracy determination of Al
in BCR-483 for the BCR procedure could not be determined because
no indicative values were available.

2.4. Road-deposited sediment element grain-size and
geochemical fraction loading

Concentration data from the four sequentially extracted phases
of Al, Cu, Pb and Zn that were associated with the seven RDS sam-
ples that were grain-sized fractionated (mass determinations for
each of the 6 size classes for a given sample) were used to com-
pute element loads. A modified form of the grain size fraction load
(GSFLoad) equation presented in Sutherland [30] was applied in this
study:

GSFLoad =
[

elementi,f × GSi

˙elementi,f × GSi

]
× 100

where elementi,f is the concentration of a given element (Al, Cu, Pb,
or Zn) in an individual grain size fraction (e.g. <63 �m)  in one of the
four sequentially extracted fractions (mg/kg); and GSi is the mass
percentage of an individual fraction, which has limits of 0–100%.
Therefore, for a given element in a given RDS sample, the sum-
mation of the four sequentially extracted fractions per grain size
weighted fraction = 100%.

3. Results and discussion

3.1. Element concentrations in bulk road sediment samples

Concentrations of Al, Cu, Pb, and Zn from an aqua regia digestion
of the <2 mm  portion of 20 road-sediment samples are shown in
Table 1 (mean values of two replicates are provided). The mean ± 1
standard deviation Al concentration was 22,670 ± 4800 mg/kg
(median = 23,400 mg/kg; min  and max  = 12,100 and 32,100 mg/kg,
respectively), Cu = 409 ± 269 mg/kg (median = 308 mg/kg; min and
max  = 116 and 1147 mg/kg, respectively), Pb = 537 ± 576 mg/kg
(median = 275 mg/kg; min  and max  = 59 and 2348 mg/kg, respec-
tively), and Zn = 671 ± 613 mg/kg (median = 489 mg/kg; min and
max  = 250 and 3154 mg/kg, respectively).

Copper, Pb and Zn were significantly enriched compared to
baseline data for the underlying basaltic rocks, Cu ≈ 100 mg/kg,
Pb < 10 mg/kg, and Zn < 180 mg/kg (Sutherland [6]). Lead isotope

analysis of these road sediments has shown that the dominant
source of Pb was  from Pb gasoline additives [47], i.e., legacy Pb.
Vehicle emissions, past and contemporaneous, archived in the sur-
rounding urban soil environment are currently being mobilized
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Table 3, with the highest values in Hangzhou (66%), Manoa Valley
(71%), and the current study (79%). The most typical Pb fraction
ranking was: reducible > oxidizable > residual > acid exchangeable.
ig. 1. Optimized BCR 3-step plus aqua regia sequential extraction of 20 road-depos
xtractable fraction.

y surface erosional processes. This has important environmental
mplications for contaminant transport in Hawaii, because sedi-

ents stored temporarily on roads are directly routed to streams
y way of storm drains during runoff events.

.2. Metal concentrations in sequentially extracted fractions of
ulk road sediment samples

Partitioning of the sequentially extracted fractions for each of
he 20 bulk RDS samples is shown in Fig. 1, with average contri-
utions displayed in Fig. 2. As expected the residual fraction was
ominant for Al, and the actual proportion is underestimated as

 total digestion with HF was not used in this study. The propor-
ion of Al in the different phases decreases in the following order:
esidual > reducible > oxidizable > acid extractable. Comparison of
l sequentially extracted with the optimized BCR approach for an
djoining watershed (Manoa Valley) indicated a similar phase par-
itioning (Table 3).

The reducible fraction was the dominant phase for Cu, Pb, and
n in RDS < 2 mm in Palolo Valley. The acid extractable fraction
as a minor component for Pb (≈2%) and Cu (≈7%), but signifi-

ant for Zn (≈27%). Results for the anthropogenically enhanced
lements in the RDS samples from Palolo Valley can be directly
ompared to those from the literature for other RDSs extracted

ith the optimized BCR approach (Table 3). The partitioning of
u in Palolo Valley was similar to the data from Kayseri, Turkey,
nd Hangzhou, China despite the higher average concentration
n Palolo RDSs, i.e., 409 mg/kg compared to 207 mg/kg from
ediments from Palolo Valley, Oahu, Hawaii (<2 mm). Note ‘Acid’ represents the acid

Hangzhou, and 84 mg/kg from Kayseri. Road sediments from
Barcelona had the greatest residual Cu percentage (80%) followed
by Manoa Valley (45%). Lead from the present study had the
lowest acid exchangeable fraction at 2%, compared to 4–18% for
RDS in other geographic locations. The reducible fraction was the
dominant phase for five of the six RDS studies summarized in
Fig. 2. Sequentially extracted fractions for Al, Cu, Pb, and Zn from 20 road-deposited
sediment samples (<2 mm). Average values with corresponding standard errors
shown.
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Table 3
Comparison of the optimized BCR sequentially extracted fractions of Al, Cu, Pb, and Zn for Palolo Valley road-deposited sediments to data from the literature.

Elements/RDS studya Acid exchangeable (%) Reducible (%) Oxidizable (%) Residual (%) Average concentration
(mg/kg)

Al
This study 0.4 ± 0.1b 11.1 ± 0.7 4.0 ± 0.5 84.5 ± 0.9 22,670
Sutherland et al. [3] 0.7 ± 0.1 15.1 ± 1.5 5.5 ± 0.7 78.7 ± 2.1 26,110

Cu
This  study 7.0 ± 1.4 37.2 ± 2.6 20.5 ± 2.2 35.3 ± 3.1 409
Kartal et al. [23] 6.0 43.6 25.5 24.9 84.2
Perez  et al. [24] 1.9 8.2 10.3 79.6 670
Sutherland et al. [3] 4.9 ± 1.2 23.6 ± 3.1 26.2 ± 3.2 45.4 ± 3.9 163
Zhang and Hao [53] 7.3 44.6 26.8 21.3 207

Pb
This  study 1.9 ± 0.4 78.7 ± 1.2 11.3 ± 1.0 8.1 ± 0.5 537
Kartal et al. [23] 8.9 58.3 16.4 16.4 415
Perez et al. [24] 4.1 53.4 25.8 16.8 380
Sutherland et al. [3] 4.7 ± 1.2 71.0 ± 6.1 15.8 ± 4.0 8.5 ± 1.6 133
Tokalioglu and Kartal [20] 18.3 29.2 29.8 22.7 74.9
Zhang  and Hao [53] 7.3 66.4 13.6 12.7 522

Zn
This  study 27.2 ± 2.5 42.1 ± 2.0 9.5 ± 0.6 21.2 ± 1.6 671
Kartal et al. [23] 25.1 55.1 9.6 10.2 443
Perez et al. [24] 28.8 28.9 14.1 28.3 640
Sutherland et al. [3] 32.7 ± 2.2 36.6 ± 1.5 8.3 ± 1.3 22.4 ± 2.1 471
Tokalioglu and Kartal [20] 33.2 29.7 20.9 16.2 113
Zhang and Hao [53] 26.7 42.5 13.2 17.6 344
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ues for the basaltic rocks ( ≤ 10 mg/kg). Lead in the residual fraction
exceeded the baseline values in all fractions by factors ranging from
2-fold (500–1000 �m)  to 12-fold (<63 �m),  the exception was  the
1000–2000 �m class where Pb was  at about 3 mg/kg. These data
a Kartal et al. [23], Kayseri, Turkey, <74 �m,  n = 33; Perez et al. [24], Barcelona, 

okalioglu and Kartal [20], Organized Industrial District, Kayseri, Turkey, <2 mm,  n =
b Average ± one standard error.

inc extractable contents typically followed the following fraction
rdering: reducible > acid exchangeable > residual > oxidizable,
ven though the average concentrations between literature stud-
es varied 6-fold, from 113 to 671 mg/kg. Zinc would be the most

obile of the anthropogenically impacted elements examined in
his study, with between 25 and 33% associated with the most
eadily available fraction, i.e., acid exchangeable. An overall labile
omponent can be defined by summing the percentages of each
lement in the first three phases of the BCR approach. In the RDS
tudies summarized in Table 3, the proportion of labile Pb ranged
rom 77 to 92%, for Zn 72 to 90%, and for Cu 20 to 79%.

.3. Grain-size variations of metal concentrations in sequentially
xtracted fractions

Concentrations of the anthropogenically impacted elements for
he seven RDS samples are shown in Fig. 3 for the grain size classes,
nd also for the bulk composition (i.e., < 2 mm).  It is evident that
he coarse grain size fractions, typically >500 �m,  have lower con-
entrations than the finer classes. The clay plus silt (<63 �m)  and
he very fine sand (63–125 �m)  fractions have the highest con-
entrations of Cu and Zn. This is a common concentration pattern
ocumented in the literature, and is usually explained by increased
orption capacity as specific surface area increases with decreasing
rain size [54]. Lead exhibited a more complex pattern, with con-
entrations in the <63 �m fraction less than those between 63 and
00 �m.  This may  reflect contributions of Pb from sources addi-
ional to gas additives. Sutherland et al. [47] found the Pb isotope
ignatures of the three most concentrated samples (P2, P11, and
14; Table 1) to be distinctly different from the other RDS sam-
les, and suggested that breakdown of leaded wheel weights (cf.
oot [55]) may  account for the pattern. If indeed this represents
n additional source of Pb to specific sample sites in Palolo Val-
ey, breakdown processes would need to preferentially produce
aterial of sizes between 63 and 500 �m.
A stacked bar graph (Fig. 4) displays the variation in Cu, Pb

nd Zn concentrations for each of the four sequentially extracted
hases per grain size class. It is clear that the residual component is
, <2 mm,  n = 13; Sutherland et al. [3],  Manoa Valley, Oahu, Hawaii, <2 mm,  n = 13;
hang and Hao [53], commercial zone, Hangzhou, China, <2 mm,  n = 5.

proportionally greater for Cu followed by Zn and Pb. This is simi-
lar to the pattern displayed by the bulk sediment samples (Fig. 1).
The average Pb concentration in the residual fractions of all grain
sizes (67 ± 60 mg/kg) is substantially greater than those displayed
by the baseline soils in the area (≈11 mg/kg) or the baseline val-
Fig. 3. Grain size partitioning of trace metal concentrations in the seven road-
deposited sediments. Filled circles represent median values and error bars are the
median absolute deviations from the median (MAD). ‘Bulk’ reflects the data for the
<2 mm fraction for seven road sediments.
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Fig. 4. Variation in geochemical fraction concentrations with grain size for the
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even road-deposited sediments. Note ‘Acid’ represents the acid extractable fraction,
Reduc’ the reducible fraction, ‘Ox’ the oxidizable fraction, and ‘Resid’ the residual
raction.

uggest that some of the anthropogenic Pb released to the water-
hed has become incorporated into the residual fraction for grain
izes < 1 mm,  and this component would not be typically avail-
ble to biota. The quantity of Pb translocations to the residual
raction (aging) increased with decreased grain size. This pattern
as not apparent for Cu or Zn. Average Cu (101 ± 69 mg/kg) and

n (140 ± 76 mg/kg) concentrations in the residual fraction of RDS
ere not statistically different from baseline Hawaiian basalt data,
hich are 100 and 180 mg/kg, respectively.

Trace metals dissolved from the reducible fraction would be
ommonly occluded in Mn  oxides, the easily reducible Mn  phase,
nd in amorphous or partly amorphous Fe oxides [56]. The
educible fraction dominated storage of Pb in the RDSs of Palolo
alley (Fig. 4). Proportional contributions of the reducible frac-

ion range from about 74% for the <63 �m grain size class to 86%
or the 250–500 �m class. Reducible Pb concentrations were sub-
tantial, with a range from 328 mg/kg for the coarsest grain size
lass to 790 mg/kg for the 125–250 �m size class. In themselves,
he Pb concentrations associated with the reducible fraction sig-
ificantly exceed the consensus-based sediment quality guidelines

or Pb in freshwater ecosystems. For example, probable effects
oncentration (PEC) level established by MacDonald et al. [57]
or Pb (PECPb) was 128 mg/kg, and those for Cu (PECCu) and Zn
PECZn) are 149 mg/kg, and 459 mg/kg, respectively. Element con-
entrations above their associated PEC value would be expected
o be toxic to bottom-dwelling aquatic organisms. On average,
ECCu, PECPb, and PECZn were not exceeded in the acid exchange-
ble fraction for any of the grain size classes. In the reducible
raction, PECCu was exceeded by all fractions <250 �m;  Pb concen-
rations exceeded PECPb in all grain size classes; and PECZn was  only

xceeded for the <63 �m grain size class. For the oxidizable frac-
ion, only PECPb was exceeded in the 63–125 grain size class. Finally,
EC levels were not exceeded in the residual fraction of the RDSs
xamined.
Fig. 5. Grain size variation in Al loading for the four sequentially extracted fractions
of  seven road-deposited sediments. Filled circles represent mean values and error
bars  are ±one standard error about the mean. Note the X-axis is logarithmic.

3.4. Grain-size partitioning of metal mass loads (GSFLoad) in
sequentially extracted fractions

The subset of seven RDS samples had grain size distributions
that were statistically similar to those for the complete data set
of 20 samples (data not shown). Mean percentages (±1 standard
error, SE) for the grain size classes were: <63 �m = 34.3 ± 2.0%;
63–125 �m = 8.6 ± 0.8%; 125–250 �m = 13.2 ± 1.2%; 250–500 �m
= 15.5 ± 1.2%; 500–1000 �m = 16.4 ± 0.9%; and 1000–2000 �m
= 12.0 ± 1.3%. Mean fraction loading percentages for the six grain
size classes for Al, Cu, Pb, and Zn are shown in Figs. 5–8.  Each
sequentially extracted fraction is presented as a separate panel with
individual loadings for grain size classes ranked from high to low.
This facilitates visualization of the dominant geochemical fraction
and variations in contributions with respect to grain size.

For the geogenic element Al the grain-size partitioning of load
for the four sequentially extracted fractions are shown in Fig. 5. It is
clear that the acid extractable component contributed an insignif-
icant amount to all grain sizes (≤1%), and that Al partitioning was
dominated by the residual fraction, followed by the reducible frac-
tion.

Copper loading was more equally distributed between geo-
chemical fractions (Fig. 6). Most individual grain size classes,
regardless of chemical association, contributed from 1 to 6% to
the total loading. The exception was the <63 �m size class, which
contributed 6–15% of the total Cu loading. The dominance of the
oxidizable fraction commonly noted in the literature for concen-
tration studies [1,19,27,28,58–61] was  not shown by these loading
data. The reducible (34.5%) and residual (34.5%) fractions had equal
Cu loadings, and both exceeded the loading in the oxidizable frac-
tion by 2-fold (17.4%).

Lead loading was dominated by the reducible fraction, with an

average of 76 ± 2% for all grain sizes combined (Fig. 7). Individual
grain size contributions of the reducible fraction ranged from about
7% for the 63–125 �m class, to about 29% for the <63 �m class. The
oxidizable component was the next largest geochemical fraction for



60 R.A. Sutherland et al. / Journal of Hazardous Materials 225– 226 (2012) 54– 62

F
o
b

P
t
d
f
n

F
o
b

Fig. 8. Grain size variation in Zn loading for the four sequentially extracted fractions

ig. 6. Grain size variation in Cu loading for the four sequentially extracted fractions
f  seven road-deposited sediments. Filled circles represent mean values and error
ars  are ±one standard error about the mean. Note the X-axis is logarithmic.

b (12 ± 2%), followed by the residual fraction (9 ± 1%), and finally

he acid extractable fraction (3 ± 1%). Loading in the <63 �m class
ominated all chemical components except for the acid extractable
raction. Besides the significance of the <63 �m fraction, there was
o consistent decrease in Pb loading with increased grain size.

ig. 7. Grain size variation in Pb loading for the four sequentially extracted fractions
f  seven road-deposited sediments. Filled circles represent mean values and error
ars  are ±one standard error about the mean. Note the X-axis is logarithmic.
of  seven road-deposited sediments. Filled circles represent mean values and error
bars  are ±one standard error about the mean. Note the X-axis is logarithmic.

The oxidizable component was  the least important for Zn load-
ing in RDSs of Palolo Valley (Fig. 8), with no grain size class
contributing more than 3% to the total loading. The reducible
Zn fraction was the most significant accounting for 44% of the
total Zn load, with the <63 �m size class dominant. The Zn acid
extractable fraction was proportionally greater than that for Cu (2-
fold difference) and for Pb (9-fold difference). The acid extractable
component is the most readily (bio)available sequentially extracted
fraction. This is environmentally significant as increases in the
hydrogen ion concentration associated with acid precipitation, or
anywhere else along the storm runoff path will enhance Zn mobil-
ity. Additionally, 11% of the total Zn loading was associated with
the <63 �m acid extractable fraction. This is notable because this
is the sediment size class that would be most widely digested and
assimilated by aquatic biota, especially benthic feeders.

Unfortunately no comparable load data from the literature are
known to the authors for grain size and operationally defined frac-
tions in solid environmental media. Thus, the data presented in
this study will provide a baseline for future comparisons with the
optimized BCR approach.

4. Conclusions

On a concentration basis the road sediments were enriched
with Cu, Pb, and Zn. Reducible fractions of the road sediments
had Pb concentrations exceeding probable effects levels for adverse
impacts on biota. The geogenic element, Al, was primarily associ-
ated with the residual fraction. For the first time mass loads of Al,
Cu, Pb, and Zn in road sediments were determined on a grain size
basis for four sequentially extracted fractions. The <63 �m grain
size class had the highest loading for all metals examined for each
of the four geochemical fractions. For Cu, Pb, and Zn the reducible

fraction was the most important metal phase, but the detailed
fraction ranking was  element dependent. For Cu, the sequence
was: reducible = residual > oxidizable > acid extractable. For Pb, the
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rdering was: reducible � oxidizable ∼= residual � acid extractable,
nd for Zn, reducible > acid extractable > residual � oxidizable.

The results from this metal load partitioning study are signifi-
ant, because road runoff in Hawaii is routed to storm drains that
re directly connected to the fluvial network. Thus, increased acid-
ty, especially for Zn, or changes in redox potential, for Cu and
b, will greatly enhance the solubility of the anthropogenically
mpacted elements examined in this study, especially in the <63 �m
rain size class. To reduce contaminant loading to fluvial networks
n Hawaii, environmental planners need to focus their attention
n ways to reduce the flushing of fines (<63 �m)  from road sur-
aces, because in the Palolo system this grain size class accounted
or 30–40% of total mass (<2 mm)  of sediment. Street sweeping
s currently the best management practice used by the City and
ounty of Honolulu to reduce transport of sediment to aquatic sys-
ems. Though potentially effective for coarse grain sizes, sweeping
s inefficient for fines and thus will have little influence on the most
ritical size class and its labile metal associations.
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